
1400°F  LUBRICATIVE ANTI-SEIZE GREASES
These three anti-seize products all have the same unique inorganic pigments and are 
designed to be used as an aid for the installation and removal of threaded fasteners 
which are exposed to temperaturess up to 1400°F for long periods of time.

All three Products are completely inorganic and do not contain any sulfer producing 
materials, nor any metallics, such as silver or nickel.

T8E Paste, T8E-G Light Grease, and T8E-H Grease, are approved by aircraft engine 
manufactures, gas turbine, and steam turbine companies.

TIODIZE® 5858 Engineer Drive • Huntington Beach, CA • (714) 898-4377 • Fax: (714) 891-7467
web: http://www.tiodize.com • tiodize@tiodize.com

SPECIFICATIONS
G.E. - D6Y31C1
          D6Y31C2

              DMR75-905
P & W - PWA 36246

T8E PASTE is a water base product.  When applied, parts should be assembled 
within 45 minutes.

T8E-G LIGHT GREASE is suspended in 7808 engine oil.  This increases the 
shelf life, will not dry out, and allows for ease of application.

T8E-H GREASE is a heavier grease and is designed to replace graphite petrola-
tum grease (GE Spec A50TF201), especially for use at temperatures to 1400°F
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APPROVED BY:    G.E.   •   PRATT & WHITNEY   •   ROLLS ROYCE

PHYSICAL PROPERTIES
Service Temperature: 1400°F
Binder:   None
Lubricative Pigments: Inorganic Oxides

Application:  Brush On
Cure Temperature: Air Dry
Color:   Gray

T8E-H GREASE High Temperature Bolt and Insert Test

Insert (5/16-24) coated with Tiolube 614G-T9B (3 coats).
Bolt (5/16-24) thread and underside of head coated with Tiodize T8E-H Grease during assembly.

Bake time and duration for each cycle – 6 hours at 1200°F.

Test requirements 
 Maximum Installation/Removal:  120 inch-lbs

Minimum Breakaway:  6.5 inch-lbs
Bolt Elongation after Torque Applied:  0.0047”
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Insert (5/16‐24) coated with Tiolube 614G‐T9B (3 coats). 
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CYCLE  ORIGINAL 
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1  2.2111  36  38  375  2.2158  850  80  85 
2  2.2126  40  48  550  2.2173  750  75  70 
3  2.2125  24  24  550  2.2172  880  65  65 
4  2.2128  22  22  550  2.2175  800  65  65 
5  2.2133  21  20  500  2.2180  700  60  60 

 

T8E PASTE 1400°F BOLT AND NUT CYCLE TEST
T8E PASTE on 1/4-20 Waspaloy Bolt & Crimp Nut as an assembly and disassembly aid.
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