


  DS22051E-09

Electrical Specifications - Standard Product (22051E) 

Operating Voltage Range 15 to 32Vdc

Maximum Standby Current 200µA at 24VDC (no communications) / 300µA at 24VDC ( LED blink enabled, once every 5s)

Led Current Red: 3.5mA at 24Vdc   
 Green: 7.0mA @ 24Vdc    
 Yellow: 10.5mA @ 24Vdc

Remote Out put Voltage 22.5Vdc @ 24Vdc

Remote Output Current 10.8mA @ 24Vdc

Additional loop resistance using the B501AP               typ 20mohm (max 30 mohm)

 
Electrical Specifications - Isolator Version (only found in 22051EI) 

Operating Voltage Range 15 to 28.5Vdc

Isolation Current 15mA at 24VDC

Maximum Continuous Current 1A (Switch Closed)

Additional Loop Resistance typ 80 mohm @24V (max 170mohm @ 15V)

 
Environmental Specifications 

Temperature Range -30°C to +70°C †

Humidity 10 to 93% relative Humidity (non-condensing)

Mechanical Information 

Height 52mm installed in B501 base

Diameter 102mm installed in B501 base

Weight 97g (inc base)

Max Wire Gauge for Terminals 2.5mm2

Colour White

Material PC/ABS

Product Range

Compatible Bases B500 Series (B501, B501DG, B524RTE, B524HTR, B524IEFT-1), B501AP

Other Devices in range  Please refer to other Series 200 Advanced Datasheets  
 22051TE / TEI, 22051TLE / TLEI, 52051RE/REI, 52051E/EI, 52051HTE /HTEI

Other Colours in range  Ivory

Note * When installed in a B501AP base 
          † Do not install detectors in locations where normal ambient temperature exceeds 50°C
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Installation information: in order to ensure full functionality, refer to the installation instructions as supplied.

102mm 52mm*




